BoQ; PROPOSED CONSTRUCTION OF A NEW DREDGE No.5 PUMP FOUNDATION

BoQ; PROPOSED DREDGE No.5 PUMP FOUNDATION
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Bill No. 1

GENERAL PRELIMINARIES

Project:

Item No.

Description

Units

Quantity

Unit Bid
Rate (Ksh)

Amount Ksh

1.01

1.02

GENERAL PRELIMINARY

Allow contractual requirements, training levy with
holding tax and other GoK statutes necessary to
commence and proceed with the works to completion.

Allow preliminaries to cover overheads, transport,
security, storage, water for construction, power
supply,clients safety requirements, "Contractors all risks "
and other insurances as required by the general
Conditions of Contract, all temporary Works not covered
elsewhere under specific items of the Bills of Quantities
(Provisional Sum not exceeding 10% of Contract Sum)

SUM

SUM

TOTAL CARRIED TO SUMMARY
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Bill No. 2|EARTHWORKS Project:
Item No. Description Units | Quantity Unit Bid Amount Ksh
Rate (Ksh)

2.01

2.02

2.03

2.04

2.05

2.06

2.07

2.08

2.09

2.10

EARTH WORKS(Provisional)

Bulky excavation in soft Trona not exceeding 800mm
deep and cut away excavated material as directed on site.| CM 50

Allow for keeping the whole of excavation free
from liquor. ITEM 1

Allow for maintaining and upholding sides of excavations

free from falling trona material, ITEM 1

Provide, lay and compact approved hardcore

filling(Boulders), hand packed and consolidated in layer
not exceeding 150mm deep CcM 45

Level Surface of Hardcore filling and blind with approved
quarry dust ready to receive concrete SM 65

CONCRETE WORK

Well vibrated concrete Mix (1:1%:3) in:-

150mm thick floor slab to surface bed including plinths to

pumps,transformer and MCC. CM 13
M20 X 200 HD Bolts plus nuts. No. 8
FORMWORKTO

Edge of Surface bed an plinths 75-150mm high LM 95

STEEL FABRIC REINFORCEMENT TO B.S 4483

No-A 142 Fabric reinforcement laid in slab SM 55

STEEL REINFORCEMENT

As described including cutting to lengths, bending,
hoisting, and fixing including all necessary tying wire and

spacing blocks

10mm (norminal) high tensile cold twisted square steel
reinforcement in structure KGS 360

TOTAL CARRIED TO COLLECTION
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Bill No. 2 |STEEL & CONCRETE WORKS Project:
Item No Description Units | Quantit Unit Bid Amount Ksh
’ P Y| Rate (Ksh)
2.11 [12mm Ditto. KGS 480
2.12 |Provide and lay 75mm diameter galvanised pipe for the
electric cable laying. LM 12
2.13 |Provide 3" galvanised bends. No. 3
STEELWORK TO MOTOR BASE FRAME
Supply, fabricate and fixsteelwork to B.S. 4360 Grade
43A; for pums,motor base frame welded,apply one coat
of red oxide paint
2.14 [152 x 76 x 11.86kg/m Channel to base frame KGS 280
Supply,cut appropriately and drive to the firm base of the
2.15 |lake bed, 76 x 76 x 6mm x 6.4KG/M Angle line KGS 250
2.16 |Labour for driving in extra Angle iron piles SUM 1

Collection Carried to Summary

SUMMARY

Collections

From Page 2

From Above

Total Carried Forward to Summary
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SUMMARY Project:
Item No. Description Amount (Kshs)
SUMMARY
1 GENERAL PRELIMINARIES
2 PUMP BASE
(A) | TOTAL OF BILLS
(B) ADD: Provisional Sum for Contingency {10% of A}
(C) SUB-TOTAL [(A) + (B)]
(D) |ADD: Provision for Value Added Tax (VAT) {16% of (C)}

(E)

BID PRICE [(C) + (D)] (Carried Forward to Form of Bid)




